
Connect.  
ProTECHt.
Go.
Stay safe and connected 
on the move, at home, at 
the office or on site with 
Bamboo solutions.

Temperature screening 
technology with tear duct 
accuracy. 

Made in the UK.
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The Bamboo Thermal Screening solution (BTS) is a temperature and facial 
screening system. It combines infrared thermal imaging technology and 
visible light imaging technology in one, to fulfil a non-contact, large scene, 
real-time temperature measurement and screening function. Based on 
deep learning algorithms which can accurately locate the face position and 
avoid interference from unrelated high temperature objects, the system 
can be used for rapid body temperature screening in controlled and 
uncontrolled crowded environments. The system will automatically alert if 
an abnormal body temperature is detected.

Without a rapid diagnostic tool you need a solution that is highly effective 
in public places with dense crowds of people, such as Airports (airside 
apron or landside departures), Subways, Bus stops, Ports, Schools, 
Hospitals, Hotels, Buildings, Supermarkets, etc. 

Installed as an integrated solution into fabricated units, connected or stand 
alone, it enables efficient social distance queueing, pax sortation and 
patient flows.

Easy to deploy, it is highly scalable. 

Standard Features: 

Stable, intelligent temperature measurement 
Precisely locates human faces using deep learning algorithms to avoid 
irrelevant heat sources and remains stable while wearing a mask. 
Intelligent distance compensation greatly reduces the large fluctuations 
of ordinary infrared temperature measurement cameras.

High throughput without stopping 
Enables temperature measurement of multiple people at the same 
time. People don’t have to stop and wait. The throughput is high, with 
up to 100 people per minute. Measuring at a safe distance from 1m to 
5m, noncontact temperature measurement ensures a very low risk of 
disease infection.

Accurate automatic temperature calibration 
Automatic temperature calibrates according to the environment to 
achieve a high temperature measurement accuracy of ± 0.3°C without 
manual operation.

Data security 
Alarm data is retrieval, provides daily temperature data statistics for 
efficient epidemic management. Personal information with normal 
temperature will not be stored.

Bamboo Live Screening Technology

UK Made. Tear duct technology.



Infrastructure Layout

Bamboo Live Screening Technology
The Core Components

Thermal HD Camera
Standalone or Network configuration
Single or Multiple linked cameras
High Accuracy (0.3C) scanning the eye tear duct (more accurate 
than Forehead) 
High Resolution (384 x 288) Image
Screens up to 100 people in 60 seconds
Supports up to 8 people in FOV (Field of Vision) at once (1-5 
Meters)

Black Body Thermal Calibration
Realtime Temperature Recalibration
Located near to scanning entrance to optimise accuracy
Easy Installation

EDGE Analytics 
Realtime Standalone Monitoring (Laptop)
Alert Notifications for temperature breaches (Audible and Visual)
28 Day local Video Storage (on the Encoder)
Local Data Storage and Backup (Laptop)
Networked or Cellular Internet Connectivity

EDGEVIS Server and EDGEVIS Client
On-Premise or Cloud Based Solution
Point of Presence Network Routing
Remote Mobile Viewing – Laptop, Tablet or Smart Phone (EdgeVis 
Client)
Monitoring and Incident Management

EDGEVIS Server and EDGE
Facial Recognition (Optional Extra)



Bamboo Live Screening Technology
Camera Features

Please ask about the team about Installation services and training for Screeners and  
Health Care Professionals (HCPs).

Enhanced features

Facial recognition

In Healthcare environments the facial recognition enhancement can track patients and others within a facility 
without the need for a physical tracking device. This addition to the core system can identify if a specific 
person has access to certain areas or other restricted locations, or if they have visited outside of their pre-
defined ‘territory’.

In law enforcement, the technology greatly improves the power of surveillance.

As part of an office solution, or on construction sites, it can track employees and contractors entering and 
leaving facilities and sites without the need for repetitive access permission processes. 

Installation Recommendations

For more information about the Bamboo Thermal Screening solution, speak to the team. 
Email hello@bamboo.tech or call 0800 804 4040.


